
FINISHING  
TABLE WITH  
CENTERED 
BRIDGE 
VERSATILE AND EFFICIENT,  WITH 
SEVERAL AVAILABLE OPTIONS

Proven and easy to use, this equipment allows several types of production 
with its user interface allowing several parameters to be changed and recipes  
to be stored.

> Sanitary 304 stainless steel construction 

> Variable agitation and movement speeds

>  Central whey drain with manual washing or optional CIP

>  Sanitary design meeting food standards

>  Indirect heating via dimple jacket at the bottom

> Insulated side walls and bottom

>  Control screen for recipes and adjustable parameters 

> Lightweight shovel and easy to set up 

24/7 
EMERGENCY  

SERVICE 
1-888-339-3801

INFO@QUALTECH.CA 
QUALTECH.CA



SPECIFICATIONS

TFC01 Configuration choices 20 25 30 35 40 45 50 55 Code a
Length in feet 20 25 30 35 40 45 50 55

Vat
dimension

68'' x 14'' 6814 b
72'' x 16'' 7216

Bridge location
Centered C

cLeft side N/A N/A N/A N/A N/A N/A N/A N/A G

Right side N/A N/A N/A N/A N/A N/A N/A N/A D

Drain wash
Manual M d

CIP P

Permanently 
mounted shovel

None 0 e
Automatic A

Agitators
2x forks + 2x without forks 01

f4x without forks 02

4x with forks 03

Plastic materials  
for curd paddles

UHMW White W
gUHMW Blue B

UHMW Detectable metal MD

Anti-collision  
system

None NO
h

Mechanics for cheese mill ME

Type of heating
Manually welded  

dimple jacket MA
i

Omega laser welded  
dimple jacket OM

Delactosing  
spray system

None N j
Integrated S

Power supply
460 VAC (3 phases) 43 k
575 VAC (3 phases) 53

Material in contact 
with the product

AISI 304 4 l
AISI 316 6

MODEL CURD CAPACITY
[L]

A
[in]

B
[in]

C
[in]

D
[in]

E
[in]

F
[in]

G
[in]

TFC01-20 10 000 272    82 1/4 100      240      68    14      36      

TFC01-25 12 500 332    82 1/4 100      300      68    14      36      

TFC01-30 15 000 392    82 1/4 100      360      68    14      36      

TFC01-35 17 500 452    82 1/4 100      420      68    14      36      

TFC01-40 20 000 512    82 1/4 100      480      68    14      36      

TFC01-45 22 500 572    82 1/4 100      540      68    14      36      

TFC01-50 23 750 632    82 1/4 100      600      68    14      36      

TFC01-55 25 000 692    82 1/4 100      660      68    14      36      

TFC01 - a  50 b  6814 c  C d  M e  0 f  01 g  W

h  NO i  MA j N k  53 l  4

 : by default on basic model   |   : available as an option


